TECHNICAL SPECIFICATION

-
Short range radio control RF 868 GHz + Bluetooth 2.4 GHz starL I “e E 9
Radio transmit / receipt distance up to 1500 /2000 m V2
Bluetooth control distance up to 50 m SMART SECURITY'TE!'EMATIC SYSTEM
2-way LCD radio keyfob optional + Pr— . »
Wireless transponder optional optional
Vehicle data interfaces 2CAN+4LIN
Programming interfaces microUSB + Bluetooth
Integrated motion / shock / tilt sensor + +
Integrated buzzer + +
Integrated cabin temperature sensor + +
External engine temperature sensor optional optional
Remote start power module optional optional
Compact piezo siren + +
Valet LED button + +
EXTENSION ACCESSORIES
Telematic extension Start 6 Mini

module

External GSM-GPS module
for the live tracking, control
and instant alerts through
StarLine 2 life-time free app

External relay module
for remote engine start
power circuits activation
on some vehicles

(IGN, ACC, Starter)

Advanced vehicle security and service
upgrade system with classic 2-way remote

Dealer : n : .
control, immobiliser and driver authentication,
Address remote start, integrated 2CAN+4LIN data
interfaces for quick and easy installation
Phone

into the modern vehicles

Email
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DIALOG

Dialogue Code Super Slave Remote Start Vehicle Data Interfaces
Interactive ‘«friend-or-foe» communicaton Convenient arming and disarm‘ing'with OEM Comfortable interior climate in winter and summer ~ Embedded 2CAN+4LIN digital interfaces bring
protocol with AES128 encryption secures keyfob and additional authentication with is provided with intelligent remote and automatic ~ easy and safe installation into the most modern
against all existing code grabbers transponder, two-way keyfob, paired smartphone engine start at preset parameters (timer, temperature, vehicles with the least possible intrusion in

or PIN code by factory buttons battery voltage) and control over parking heaters onboard trim and wiring

Smart Immobilizer Smart 3D Sensor Hands Free Flexible Logic

Engine start inhibiting or.sh.utdov.vn via CAN or Embedded 3D a.accelero.meter.instfantly alerts to Automatic unlocking and disarming when owner Unlimited customization benefits with flexible
LIN databus and authenticaion with personal ID  any shock, motion, towing or jacking up and approaches a vehicle with their wireless IDtagand  1/0 channels and unique programmable operation
tag, smartphone or Pin-to-Drive code that can can be adjusted to existing environment locking when they leave logic make many of customers' wildest wishes

be programmed and entered with standard become a reality

buttons



